
Every day, employees are exposed 
to noise at work and all the risks 
this can entail. Excessive noise or 
vibration levels in the workplace 
can have negative effects on health 
and productivity, not to mention 
hearing impairment, stress or nau-
sea.  
While noise is most obviously a 
problem in industries such as 
manufacturing and construction, it 
can also be an issue in a wide 
range of other working environ-
ments, from call centres to schools, 
orchestra pits to bars. This soft-
ware can be used by health and 
safety representatives for the man-
agement of occupational noise 
risks. 
NoiseAtWork is software for map-
ping and analysis of noise levels at 
places where people work. Based 
on measured noise levels and 
working schedules of employees, noise contours, Lex,8h values and Noise Doses are calculated 
by the software. This program ensures easy and quick analysis and display of noise exposure in 
the workplace. NoiseAtWork is tailor made specifically for these projects and eliminates the 
need for other software not particularly suited for the job.  
NoiseAtWork takes you from the floor plan and measurement data to generating smooth con-
tours and calculating and displaying the Noise Dose values for employees at various working 
locations. NoiseAtWork can then generate a report with all the relevant input and result data.  
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Software for mapping and analysis of noise at workplaces 
Type EN 0086 

PRODUCT DATA 

Uses 
Workplace Noise exposure calculation,  mapping 
and reporting 
Assessment of occupational noise risks 
Noise Dose determination 

 
Features 

Compliance with a range of national and 
international calculation standards 

Calculates noise exposure according to ISO 
9612.2 (1997) 
Fulfils EU Directive (2003/10/EC) on the 
exposure of workers to the risks arising from 
physical agents (noise) and US standard on 
occupational noise exposure (OSHA 1910.95)  
Fast and easy reporting and mapping 
Intuitive and user-friendly - user interface is 
available in many different languages 

Uses and Features 

 



For health and safety officers and consultants, occupational hygienists... 
NoiseAtWork is software for mapping and analysis of noise levels at places where people work. Based on 
measured noise levels and working times of employees, noise contours and Lex,8h values are calculated 
by the software. It can be used by anybody involved with the management of occupational noise risks. 
 
Efficient and time saving 
NoiseAtWork is a dedicated, user-friendly and intuitive tool that can be used by experts and non-experts. 
With the software measured noise levels can be linked to coordinates in a clear and straightforward man-
ner. Both equally spaced as well as randomly spaced measurement grids can be used. Compared to gen-
eral purpose mapping tools, NoiseAtWork will do the job quicker and more efficiently. 
 
Workflow guidance 
Working with NoiseAtWork is easy. Any project follows a 6-step workflow and this project tree is displayed 
at the left side of the main window to guide the user through the project. 
 
1.  Project info: For general information regarding the project such as the name and status. 
2.  Drawing: For selection of a CAD file in DWG or DXF format (BMP, JPG and WMF can also be used). 

The file is drawn at the right side of the project tree. Layers can be switched on or off separately. 
3. Workspaces: A workspace represents an area in which noise contours can be shown. A project can 

contain several workspaces both indoor and outdoor. A workspace can easily be defined by clicking 
and automatic snapping to the drawing. 

4.  Measurements: Measurements can be added by clicking on new measurement locations and entering 
the measured Leq, Lpeak and/or octave band values from 31 Hz to 8000 Hz. Measured values can also 
be copied from Windows spreadsheet software and pasted in the measurement table. The coordinate 
system is taken automatically from the CAD drawing file. 

5.  Contours: Noise contours are automatically drawn within all workspaces. Colouring per noise class, 
smoothing and interpolation options are user definable. 

6.  Employees: Employees are entered as single points or multi-point lines with 1 point on each working 
location. For each working location the working time can be entered. NoiseAtWork interpolates the 
noise level for each location based on the measured noise levels and calculates the Lex,8h per em-
ployee. Also the effect of a noise protection aid can be taken into account. 

 

NoiseAtWork - the intuitive tool 

Fig. 1 NoiseAtWork screenshot 
 
NoiseAtWork is easy to use and provides a 
fast visualisation of noise exposure levels 
in working spaces. 
 
The six steps of the workflow are listed on 
the left side of the screen while the CAD 
drawing is exposed to the right.  
 
Relevant workspaces and measurement 
points are added just by clicking. All data 
entered are instantly displayed in the noise 
map. 
 
 
 

HEADQUARTERS: Brüel & Kjær Sound & Vibration Measurement A/S - DK-2850 Nærum - Denmark 
Telephone: +45 7741 2000 - Fax: +45 4580 1405 - www.blsv.com - info@bksv.com 
 
Local representatives and service organisations worldwide 

Minimum system requirements: 
Windows XP, 500 Mb RAM 

THIS SOFTWARE HAS BEEN DEVELOPED BY  
DGMR, THE NETHERLANDS 

EN 0086 including: 
Software on CD ROM, including demo video 
Software License forwarded by e-mail 

EN 0087 for additional / complementary licenses 

Ordering Information System Requirements 


